




At Inis Stoves great care and attent ion has been put into the 
development of each and every stove we produce, across al l 
ranges and models.  We bel ieve in cont inuous improvement, 
which is why you wi l l  f ind that Inis Stoves offer a range 
of features that surpasses those of other manufacturers.

Al l  In is Stoves are designed, bui l t  and assembled 
in Germany to the very highest qual i ty standards. 
We are a whol ly owned German company, creat ing do-
mest ic jobs that promote the local and nat ional economy.

ABOUT INIS STOVES
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Inis Airc ROOM HEATER
The Inis Airc is ideal for fireplace settings and, whilst the small-
est of the Inis models, it boasts an exceptionally powerful heating 
capacity delivering up to 6kw. The simple, elegant look ot this classic 
stove will compliment any room. 
 

Inis Airc’s advanced convection and clean burn technology provide a considerable 
saving on fuel over  standard stoves resulting in more heat from less fuel. This 

is better for your pocket and the environment. Our clean-burn air-wash also 
keeps the glass beautifully clear, giving you an uninterrupted view of the 

fire. 

Convection Air System “More Heat, Less Fuel”

All Inis stoves include a convection system whereby cool air from 
within the room is drawn into the convection chamber. This air is 

then heated as it rises within the stove flows out into the room. 
The hot air rising draws in more cool air setting up a continu-

ous flow maintaining added heating efficiency.

•	 Classical design 
with great 
concentration to 
the details

•	 The convection and 
clean burn system gives 
increased efficiency and 
reduced emission

•	 Air wash system which 
keeps glass clean even 
during long period of burn-
ing with high efficiency 

•	 Fully controlla-
ble damper for 
safer and easy 
operation
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FEATURES
•	 Up	to	6kw	output.

•	 Convection	and	Cleanburn	system	gives	you	increased	efficiency	and	reduced	emissions.

•	 Airwash	system	ensures	clean	glass	giving	you	uninterrupted	view	of	the	fire.

•	 Single	door	stove,	made	from	a	combination	of	5mm,	8mm	and	10mm	boiler	plate	steel,	cast	
iron,	ceramic	glass	and	firebrick	lining.	

•	 Will	heat	a	room	up	to	400	square	feet.

•	 5	inch	Flue	outlet,	top	and	rear.

•	 External riddling 
mechanism makes 
stoking the fire 
much safer

•	 Heated area 
60 m2

•	 Possibility to connect 
flue from top and 
from back

•				A	wooden	handle	for	safe	and	easy	reloading.	

•	 Full	external	riddling	mechanism	makes	stoking	the	
fire	much	safer.

•				Fully	controllable	damper	for	safer	and	easier	operation.

•				Overnight	burning	capable.

•					Removable	ash	pan.
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The InisAirc Ard has an impressive 6Kw output.This stove has 
a sizable wood store and a large base plate offering a more con-
temporary slant on the standard InisAirc. This stove is ideal for large 
open plan areas and conservatories. 

Inis Airc Ard ROOM HEATER
Its advanced convection and clean burn technology provides a considerable sav-

ing on fuel over standard stoves resulting in more heat from less fuel. This is bet-
ter for your pocket and the environment. Our clean-burn air-wash also keeps 

the glass beautifully clear, giving you an uninterrupted view of the fire. 

Convection Air System “More Heat Less Fuel”

All Inis stoves include a convection system whereby cool air from with-
in the room is drawn into the convection chamber. This air is then 

heated as it rises within the stove and then flows out into the room. 
The hot air rising draws in more cool air setting up a continuous 

flow maintaining added heating efficiency.

•	 Classical design 
with great 
concentration to 
the details

•	 The convection and 
clean burn system gives 
increased efficiency and 
reduced emission

•	 Air wash system which 
keeps glass clean even 
during long period of burn-
ing with high efficiency 

•	 Fully controlla-
ble damper for 
safer and easy 
operation
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FEATURES
•	 Up	to	6kw	output.

•	 Convection	and	Cleanburn	system	gives	you	increased	efficiency	and	reduced	emissions.

•	 Airwash	system	ensures	clean	glass	giving	you	uninterrupted	view	of	the	fire.

•	 Single	door	stove,	made	from	a	combination	of	5mm,	8mm	and	10mm	boiler	plate	steel,	cast	
iron,	ceramic	glass	and	firebrick	lining.	

•	 A	wooden	handle	for	safe	and	easy	reloading.	Full	external	riddling	mechanism	makes	
stoking	the	fire	much	safer.

•	 5	inch	Flue	outlet,	top	and	rear.

•	 Fully	controllable	damper	for	safer	and	easier	operation.

•	 Overnight	burning	capable.

•	 Removable	ash	pan.

•	 External riddling 
mechanism makes 
stoking the fire 
much safer

•	 Heated area 
60 m2

•	 Possibility to connect 
flue from top and from 
back
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The InisMeain MK 2 room heating stove is the largest of our room 
heating stoves and it comfortably delivers 12 kw nominal output 
to heat a room from 140 to 250 cubic meters in volume depending 
on such factors as the insulation levels of the building, the number of 
external walls, the amount of glazing in the room and the height of the 
room.

Inis Meain MK 2 ROOMHEATER
The InisMeain MK 2 is an excellent cost effective method of delivering sustain-

able, dependable, heat all year round and if fuelled with wood can be a low 
carbon heating system.

As with the InisOirr MK 2 room heater, the InisMeain MK 2 has a unique 
large capacity convection system above the throat plates that greatly im-

proves both the stove efficiency and heating power of the stove. This 
is achieved by setting up a continuous throughput of room air from 

beneath the stove which is channelled upwards through the hottest 
areas of the stove and back out into the room.

Like all Inis Stoves models, all the combustion air, primary, 
secondary, tertiary and air wash is guided through long 

passageways within the stove. This air gains heat along 
the way and greatly increases combustion efficiency and 

temperatures within the firebox.

The InisMeain MK 2 has very large firebox capacity 
to facilitate longer burn times and can take wood logs 

of over 580mm in length. The multi-fuel grate is com-
posed of individual riddler bars that can be used in two 

different positions to facilitate proper combustion of wood, 
peat and solid fuels.

The stove is external air ready with the use of a bolt on manifold 
and our cool touch handles, made of Walnut, allow for safe and 

easy use.

All you need to do is sit back and enjoy the large view of the dancing 
flames from your InisMeain MK 2 stove.

•	 Classical design 
with great 
concentration to 
the details

•	 The convection and 
clean burn system gives 
increased efficiency and 
reduced emission

•	 Air wash system which 
keeps glass clean even 
during long period of burn-
ing with high efficiency 

•	 Fully controlla-
ble damper for 
safer and easy 
operation

8



FEATURES
•	 Up	to	12kw	output	to	room.

•	 Will	heat	a	room	from	140	to	250	cubic	meters	in	volume.

•	 Heavy	duty	cast	iron	baffle	plates	provide	excellent	elevated	firebox	temperatures.

•	 “Easy	start”	damper	for	quick	lighting	of	the	fire.

•	 Extra	strong	grate	for	life	under	the	harshest	of	operating	conditions.

•	 Primary,	secondary	and	tertiary	air	perfectly	managed	through	one	control.

•	 Exceptionally	effective	pre-heated	air	wash	system	provides	crystal	clear	viewing	glass.

•	 Unique	convection	air	system	within	the	stove	to	aid	efficiency.

•	 External	air	ready.

•	 External riddling 
mechanism makes 
stoking the fire 
much safer

•	 Heated area 
in volume 
140-250 m3

•	 Possibility to connect 
flue from top and 
from back

•	 Stove has possibility to 
include external air supply 
input .
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Inis Bofin INSERT STOVE
The InisBofin Insert Stove transforms a standard fireplace into an 
efficient and environmentally sound source of heat.

Gone are the cold draughts, smoking chimneys and high heating 
costs, replaced with a highly efficient, sleek, clean modern convector 
Insert Stove.

Best of all, due to the large viewing glass and latest control and cleanburn tech-
nology you retain the beautiful look of an open fire.

Convection Air System “More Heat Less Fuel”.

All Inis stoves include a convection system whereby cool air from within 
the room is drawn into the convection chamber. This air is then heated 

as it rises within the stove and then flows out into the room. The hot 
air rising draws in more cool air setting up a continuous flow main-

taining added heating efficiency.

•	 Classical design with heavy 
duty cast iron baffle plates , 
providing excellent elevated 
firebox temp.

•	 The convection and 
clean burn system gives 
increased efficiency and 
reduced emission

•	 Air wash system ensures 
clean glass giving uninter-
rupted view of fire

•	 Unique damper 
control for safer 
and easy oper-
ation
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FEATURES
•	 Up	to	5kw	nominal	and	7kw	maximum	output.

•	 Fits	into	a	standard	16”	or	18”	fireplace.

•	 Up	to	5	times	more	efficient	than	an	open	fire.

•	 Primary,	secondary	and	tertiary	air	provides	cleaner	and	more	efficient	combustion.

•	 Sealed	high	 temperature	air-wash	system	ensures	clean	glass	giving	you	uninterrupted	
view	of	the	fire.

•	 Unique	damper	for	greater	control	and	ease	of	use.

•	 Cool	touch	and	removable	handle	for	safe	and	easy	reloading.

•	 Overnight	burning	capable.

•	 Removable	ash	pan.

•	 External riddling 
mechanism makes 
stoking the fire 
much safer

•	 Up to 5kw 
nominal 
output

•	 Fits into a standard 
40-45 cm fireplace

•	 Up to 5 times more efficient 
than an open fire .

•	 Cool touch and removable 
child safe handle for safe 
and easy reloading
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Model Inis Airc Roomheater Inis Airc Ard Roomheater Inis Bofin  insert Roomheater Inis Meain Mk2 Roomheater

 Fuel used Wood <20% moisture Wood <20% moisture Wood <20% moisture Wood <20% moisture

Nominal thermal power when heating with firewood-   kW kW 6 6 5 12

Diameter of flue collar (dia) mm mm 134 134 153 mm 153 mm

Chimney draught at nominal power (Pa) Pa 10 10 10 10

Fuel consumption – (kg/ h ) kg/h 2 2 1,7 3,6

Possibility to connect flue collar top and back (yes/no) Yes Yes Top only Yes

 Measurement of stove ( H /W / D) mm mm 562x458x341 730x458x345 588 x 501 x 445 765 x 690 x 517

Net Weight   ( kg) kg 90 108 98 187

Burning Chamber volumn H x W x D mm 160x363x228 160x363x228 170 x 334 x 345 240 x 590 x 360

Volume of heated premises m3 60 60 50 120

Max length of wood used mm 300 300 330 500

Possibility to connect external air supply unit ( yes/no) Yes Yes No Yes

Nominal output of heat exchanger ( kW ) N/A N/A N/A N/A

Max working water pressure   (bar) N/A N/A N/A N/A

Max temperature of the water in the heat exchanger (degree C ) N/A N/A N/A N/A

Heat exchanger connection thread N/A N/A N/A N/A

Volumn of heat exchanger (L) N/A N/A N/A N/A
 

Technical table
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CONTACTS

E-Mail: info@heatdesign.ie

www.heatdesign.ie


